1. CONTRACT ID CODE PAGE OF PAGES
AMENDMENT OF SOLICITATION/MODIFICATION OF CONTRACT 3 1 5
2. AMENDMENT/MODIFICATION NO. 3. EFFECTIVE DATE 4. REQUISITION/PURCHASE REQ. NO. 5. PROJECT NO.(If applicable)
0001 22_Aug_2003 W807PM-3188-1344
6.1SSUED BY CODE DACW38 7. ADMINISTERED BY (If other than item 6) CODE
CONSTRUCTION & A/E BRANCH
4155 CLAY STREET See Item 6
VICKSBURG MS 39183-3435
8. NAME AND ADDRESS OF CONTRACTOR (No., Street, County, State and Zip Code) X 9A. AMENDMENT OF SOLICITATION NO.
DACW38-03-B-0039
X 9B. DATED (SEE ITEM 11)
28-Jul-2003
10A. MOD. OF CONTRACT/ORDER NO.
10B. DATED (SEE ITEM 13)
CODE |FACILITY CODE
11. THISITEM ONLY APPLIESTO AMENDMENTS OF SOLICITATIONS
The above numbered solicitation is amended as set forth in Item 14. The hour and date specified for receipt of Offer I:' is extended, isnot extended.
Offer must acknowledge receipt of this amendment prior to the hour and date specified in the solicitation or as amended by one of the following methods:
(a) By completing Items 8 and 15, and returning copies of the amendment; (b) By acknowledging receipt of this amendment on each copy of the offer submitted;

or (c) By separate |etter or telegram which includes areference to the solicitation and amendment numbers. FAILURE OF YOUR ACKNOWLEDGMENT TO BE
RECEIVED AT THE PLACE DESIGNATED FOR THE RECEIPT OF OFFERS PRIOR TO THE HOUR AND DATE SPECIFIED MAY RESULT IN
REJECTION OF YOUR OFFER. If by virtue of thisamendment you desire to change an offer already submitted, such change may be made by telegram or letter,
provided each telegram or letter makes reference to the solicitation and this amendment, and is received prior to the opening hour and date specified.

12. ACCOUNTING AND APPROPRIATION DATA (If required)

13. THISITEM APPLIES ONLY TO MODIFICATIONS OF CONTRACTS/ORDERS.
IT MODIFIES THE CONTRACT/ORDER NO. AS DESCRIBED IN ITEM 14.

A. THIS CHANGE ORDER IS ISSUED PURSUANT TO: (Specify authority) THE CHANGES SET FORTH IN ITEM 14 ARE MADE IN THE
CONTRACT ORDER NO. IN ITEM 10A.

B. THE ABOVE NUMBERED CONTRACT/ORDER IS MODIFIED TO REFLECT THE ADMINISTRATIVE CHANGES (such as changes in paying
office, appropriation date, etc.) SET FORTH IN ITEM 14, PURSUANT TO THE AUTHORITY OF FAR 43.103(B).

C. THISSUPPLEMENTAL AGREEMENT ISENTERED INTO PURSUANT TO AUTHORITY OF:

D. OTHER (Specify type of modification and authority)

E. IMPORTANT: Contractor |:| is not, |:| is required to sign this document and return copies to the issuing office.

14. DESCRIPTION OF AMENDMENT/MODIFICATION (Organized by UCF section headings, including solicitation/contract subject matter

where feasible.)
Reference DACW38-03-B-0039, dated 28 Jul 03, for FC/MR&T, Yazoo Basin, Grenada Lake, Grenada County, MS, Grenada Lake Field

Office Building, scheduled to open on 28 Aug 03, is amended as follows:

SEE PAGE 2 FOR CONTINUATION.

Except as provided herein, all terms and conditions of the document referenced in Item 9A or 10A, as heretofore changed, remains unchanged and in full force and effect.

15A. NAME AND TITLE OF SIGNER (Type or print) 16A. NAME AND TITLE OF CONTRACTING OFFICER (Type or print)
TEL: EMAIL:
15B. CONTRACTOR/OFFEROR 15C. DATE SIGNED 16B. UNITED STATES OF AMERICA 16C. DATE SIGNED
BY 22-Aug-2003
(Signature of person authorized to sign) (Signature of Contracting Officer)
EXCEPTION TO SF 30 30-105-04 STANDARD FORM 30 (Rev. 10-83)
APPROVED BY OIRM 11-84 Prescribed by GSA

FAR (48 CFR) 53.243



DACW38-03-B-0039
0001
Page 2 of 2

SECTION SF 30 BLOCK 14 CONTINUATION PAGE

SUMMARY OF CHANGES
Technical Specifications: Section 09720 WALL COVERINGS is added by this amendment.

Pages added by this amendment have the notation “ Added by Amendment 0001" at the bottom of the page.

Encl:
Section 09720, pages 1 through 4

(End of Summary of Changes)
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SECTI ON 09720

VWALLCOVERI NGS

PART 1 GENERAL
1.1 REFERENCES

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to in the text by basic
desi gnation only.

AVERI CAN SOCI ETY FOR TESTI NG AND MATERI ALS (ASTM

ASTM E 84 (2001) Surface Burning Characteristics of
Buil ding Materials

ASTM F 793 (1993; R 1998) Standard C assification of
Wl | covering by Durability Characteristics

1.2 SUBM TTALS

CGovernment approval is required for submittals with a "GA" designation;
subm ttals having an "FI O' designhation are for information only. The
followi ng shall be subnmitted in accordance with Section 01330 SUBM TTAL
PROCEDURES:

SD-13 Certificates
Wal | coverings; FIO

Manuf acturer's statenent attesting that the product furnished neets or
exceeds specification requirenents. The statenent nust; be dated after the
award of the contract, state Contractor's name and address, nane the
project and location, and list the requirenents being certified.

SD- 06 Manufacturer's |Instructions
Wal | coverings; FIQO

Submit conplete procedures for an expert installation, including
preparati on of the substrate. Submit Mterial Safety Data Sheets (MSDS)
for all priners, sealers, and adhesives to the Contracting Oficer.

1.3 DELI VERY AND STORAGE

Deliver the material to the site in manufacturer's original wappings and
packages and clearly | abeled with the manufacturer's nane, brand nane,
size, and other related information. Store in a safe, dry, clean, and

wel | -ventilated area at tenperatures not |ess than 50 degrees F and within
arelative hunmdity range of 30 to 60 percent. Store wall covering
material in a flat position and protect from danage, soiling, and noisture.
Do not open containers until needed for installation, unless verification

i nspection is required.
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1

4 ENVI RONMVENTAL REQUI REMENTS

M ni mum t enperature of area to receive wall covering, before, during, and
after installation, and requirenments for conditioning adhesive and wal
covering shall conply with the wall covering manufacturer's printed
instructions. However, in no case shall the area tenperature be | ess than
50 degrees F, 72 hours prior to, during installation, and until the
adhesive is dry.

.5 WARRANTY

Manuf acturer's standard performance guarantees or warranties that extend
beyond a one-year period shall be provided.

.6 EXTRA MATERI ALS

Provi de one linear foot of full-width wall covering for each 50 linear feet
of wall covering installed. Extra stock shall be of the sane manufacture,
type, pattern, color, and |lot nunber as the installed wall covering.
Provide full rolls, packed for storage and marked with content, pattern,
and color. Leave extra stock at the site at a |location as directed.

PART 2 PRODUCTS

2.

1  WALLCOVERI NGS

Wl | coverings shall be material designed specifically for the specified
use. The wallcovering shall contain a non-mercury based nil dewci de. The
wal | covering shall be type made without the use of cadm um based
stabilizers. Wllcovering shall have a Cass A flane spread rating of 0-25
and snoke devel opnent rating of 0-50 when tested in accordance with ASTM E
84.

.11 Vi nyl Wallcovering Type A

Vi nyl wall covering shall be a vinyl coated woven or nonwoven fabric with
germcidal additives and shall conformto ASTM F 793, Category V, Type |1, (
13.1 to 24 ounces).

.2 CORNER GUARDS

Corner guards shall be 3/32 inch thick and shall cover 3/4 inch each side
of corner at right angles. Corner guards shall be clear fromthe sane | ot
and color. Corner guards shall be wai nscot height.

.3 PRI MER AND ADHESI VE

Primer and adhesive shall be of a type recommended by the wall covering
manuf acturer and shall contain a non-nercury based m | dewci de. When
substrate col or variations show through vinyl wallcovering, a white

pi gmented prinmer as recommended by the wall covering manufacturer shall be
used to conceal the variations. Adhesive shall be strippable type.
Adhesive to install cap shall be of a type reconmended by the manufacturer
of the wai nscot cap

.4 COLOR, TEXTURE, AND PATTERN

Color, texture, and pattern shall be as selected by the Government.
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PART 3 EXECUTI ON

3.

1 EXAM NATI ON

Contractor shall inspect all areas and conditions under which wall coverings
are to be installed. Contractor shall notify in witing of any conditions
detrinmental to the proper and tinmely conpletion of the installation. Wrk
wi I | proceed only when conditions have been corrected and accepted by the
installer.

.2 SURFACE PREPARATI ON

Wal | covering shall not be applied to surfaces that are rough, that contain
stains that will bleed through the wall covering, or that are otherw se
unsuitable for proper installation. Cracks and holes shall be filled and
rough spots shall be sanded smpoth. Surfaces to receive wallcovering shal
be thoroughly dry. Surface of walls shall be prined as required by
manufacturer's instructions to pernmt ultimte renoval of wallcovering from
the wall surface. Priner shall be allowed to conpletely dry before
adhesi ve application.

.3 | NSTALLATI ON

. 3.1 Vi nyl Wal | coveri ng

Wal | covering shall be installed in accordance with the nanufacturer's
installation instructions. @ ue and adhesive spillage shall be inmediately
renoved from wal |l covering face and seams with a renmover reconmended by the
manuf act urer.

.3.2 Cor ner QGuards

Corner guards shall be installed on all exposed corners and in accordance
with the manufacturer's printed instructions. Corner guards shall run from
top of base to wainscot in a continuous |ength.

.4 CLEAN- UP

Upon conpl etion of the work, wallcovering shall be left clean and free of
dirt, soiling, stain, or residual film Surplus materials, rubbish, and
debris resulting fromthe wall covering installation shall be renmoved and
area shall be left clean.

-- End of Section --
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